
 

 

 

E
N

G 

 

D
E

U 

 

F
R

A 

 

P
O

L 

 

 

 

Self adhesive swimming pool border with ICE nano surface coating 

Selbstklebende Schwimmbadbordüre mit ICE-Nano-Oberflächenbeschichtung 

Frise adhésive pour piscine avec surface nano-couche ICE 

{ŀƳƻǇǊȊȅƭŜǇƴȅ ōŀǎŜƴƻǿȅ ŘŜƪƻǊ Ȋ ǇƻǿƛŜǊȊŎƘƴƛŊ L/9 ƴŀƴƻ 

 

INSTALLATION INSTRUCTIONS 

MONTAGEANLEITUNG 

INSTRUCTIONS DE POSE 

INSTRUKCJA ahb¢!À¦ 

  

http://www.topborder.de/
http://www.elbtal-plastics.de/
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Congratulations! 

 

You have purchased a high qual i ty brand product f rom the  

 corporation, a product which is guaranteed to be 

 

MADE IN GERMANY 
 

and which is sure to bring you a lot of pleasure if you follow these instructions during 

installation. 
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1. IMPORTANT INFORMATION 

 

1.1 STORAGE AND PROCESSING CONDITIONS 

Á TOPborder are delivered in rolls 

which should be stored at all times 

either suspended or standing on the 

roll support provided in a cool, dry 

place protected from sunlight. 

Á Prior to processing, TOPborder 

should be accommodated to the 

humidity and temperature prevailing 

in the processing environment. 

1.2 PREPARING THE LINER SURFACE 

Á TOPborder are best installed only to 

dry and clean swimming pool liners 

(with a solid, level surface) which 

are free of grease, wax and silicone. 

Á It is essential to ensure that the 

swimming pool liner is free from dirt 

and other residues. Use only 

alcoholic cleaning agents (ethyl 

alcohol, rubbing alcohol/isopropyl 

alcohol)! 

Á Gas bubbles may form between 

TOPborder and the pool liner if any 

residues of alcoholic cleaning agents 

remain as a result of improper 

cleaning. 

Á Be sure to allow sufficient time for 

the alcoholic cleaning agent to 

evaporate after cleaning. 
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1.3 TEMPERATURES FOR INSTALLATION 

Á TOPborder should be installed only 

by dry environmental conditions 

and when the temperature ranges 

between + 10 ºC and + 25 ºC. 

Á The maximum adhesive strength is 

reached by TOPborder within the 

first 24 hours after the installation. 

Á TOPborder mustn't be exposed by 

wetness, a too high atmospheric 

humidity and/or by extreme 

temperature fluctuations within the 

first 24 hours after installation and 

sealing of all edges. 

1.4 INSTALLATION 

Á Dry application of TOPborder 

requires at least 2 persons.  

Á One person adheres and squeezes 

and the other person unrolls the 

border, cuts off the paper backing, 

holds and press the foil. 

Á You have to work exactly and clean 

for a good result. 

1.4 USE AND CARE 

Á The water temperature > 28 °C in 

pools with liners and > 30 °C in pools 

with reinforced membranes is not 

permitted. 

Á When cleaning the surface of 

TOPborder it is recommended to use 

a mild alcoholic cleaning agent with 

a soft cloth. 
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2. TIMELINE OF INSTALLATION 

 

Sealing all edges 

 

DRYING TIME: 

24 hours  
 

Fill the pool water to 

the normal level and 

HAVE FUN! 
 

Reduce the water level 

Clean the pool liner  

Measure and mark the 

location of TOPborder 

 

Installation, adhesion and 

squeezing the border 

   Separation cuts in corners,  

  curved sections and foil seams; 

Cut out pool fittings 
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3. EQUIPMENT 

 

The TOPborder package contains: 

Á TOPborder 

Á Installation instructions 

Á Squeegee 

Á Edge sealant 

 

All necessary tools for installing TOPborder can be ordered as a complete 

installation kit: 

Á Installation instructions 

Á Marker pen (water soluble) 

Á Cutting pad (flexible, reinforced) 

Á X-Acto knife (precision knife) 

Á Squeegee 

Á Roller 

Á Edge sealant 

 

The following additional items are also needed for installation: 

Á Triangle (right angle) 

Á Tape measure or carpenter's rule 

Á Cloth 
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4. INSTALLATION 

 

4.1 WATER LEVEL 

Reduce the water level to maximum approx. 50 cm from the top edge of the pool 

liner (TOPborder width about 25 cm + additional 25 cm). 
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4.2 CLEANING 

Clean the liner surface thoroughly with a clean, soft, lint-free cloth moistened only 

with an alcoholic cleaning agent (ethyl alcohol, rubbing alcohol/isopropyl alcohol). 

Rinsing off the residues of alcoholic cleaning agents with water. 

Wipe the pool liner with a clean, soft, dry and lint -free cloth. 
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4.3 MEASURE AND MARK 

Depending on the width of TOPborder (dependent on the design) measure the 

location of TOPborder from the top edge of the pool liner and mark the bottom of 

the border every approx. 50 cm with a water-soluble pen on the pool liner. 

Reduce the marking distance to approx. 10 cm in corners and curved sections for an 
easier installation of TOPborder. 

 

 

Consider allowing a minimum distance of approx. 5 mm between 

the top edge of the border and the handrail/capstone/silicone or 

cement joint to be able to apply the edge sealing after installing of 

TOPborder! 

Do not install TOPborder on a silicone or cement joint! 
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4.4 TRIMMING THE BEGINNING OF TOPBORDER 

At an exact right angle, cut the starting edge of the border with proper tools. 

 
  




























































































